Specifications ASH50

Please consult the manufacturer’s
MAJESTIC ASHLAND

installation manual for all details and
requirements before making a final 50" Wood Fireplace
design layout decision.
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Additional information can be found online at www.majesticproducts.com or www.fireplaces.com



Specifications

APPLIANCE LOCATION

FRAMING DIMENSIONS
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MANTEL PROJECTIONS

|<— Combustible Wall & Decorative Facing
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* If interior of chase will be drywalled, add the thickness to this measurement.
** Adjust header height for raised floor under fireplace.

CLEARANCES TO COMBUSTIBLES

Storm Collar
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HEARTH EXTENSIONS

30" [762] min flush
(R value of hearth must be
equal to or greater than 2.32)
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HEARTH EXTENSION CONSTRUCTION

1/2" Durock

Manual)

Protective
1" Micore or equivalent =~~~ -~ Metal Hearth
insulation (see Install Strip

Continuous,

non-combustible sealant
Tile, stone or other
non-combustible material

Fireplace

Floor constructed of wood or
other combustible material

—“Lhfezen

The bottom of the fireplace opening is 3-3/4" [95]
above the bottom of the fireplace. Finished hearth
extension must NOT extend above this level.

Product information provided is not
PRODUCT LISTING CODES complete and is subject to change
without notice. Product installation
us uL 127 must adhere strictly to instructions
20" [508] min raised

accompanying product to avoid risk of
fire and potential injury.

Additional information can be found online at www.majesticproducts.com

Phone: (800) 927-6841
www.majesticproducts.com
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