
Vent-Free Gas Log Sets  
    

WZN(L)30”

ProCom’s vent-free gas log sets are available with manual gas control valves, 
thermostat gas control valves, or with remote capable millivolt gas control 
valves. Enjoy the ease of clean burning flames and the beauty of handcrafted 
logs that create a realistic, wood burning ambience in your own home. 
Form, Function and Affordability.



Front Width
Rear 

Height DepthWidth

WZN/L18HLA: 18” 29” 23” 20” 13”
WZN/L18TLA 
WZN/L18MVA 

WZN/L24HLA: 24” 34” 25.4” 20.4” 14”
WZN/L24TLA 
WZN/L24MVA 

WZN/L30HLA: 35” 39” 31.4” 20.4” 14”
WZN/L30TLA
WZN/L30MVA 

High Setting Low Setting
WZN/L18” 32,000 20,000
WZN/L24” 34,000 20,000
WZN/L30” 40,000 20,000

WZN(L)24”

WZN(L)18”

500 Brown Industrial Pkwy.
Canton, GA 30114
Tel: 877-886-5989   Fax: 770-721-6001
www.usaprocom.com

Warranty
1 year limited warranty

ANSI Compliance
ANSI Z21.11.2 and CSA approved

Features
• Available in either Natural Gas or Liquid Propane Gas models
• Dual yellow flame burner
• Hand painted, natural looking logs with decorative glowing cinders
• Gas burner and logs shipped complete in one easy-to-carry box
• Heavy-duty log grate
• Operates without electricity – use during a power failure!
• Built-in O.D.S. (Oxygen Depletion Sensor) for maximum safety
• Valve options:
 - Manual Gas Valve (HLA Models)
 - Thermostatic Gas Valve (TLA Models)
 - Millivolt Remote Capable Gas Valve (MVA Models)

BTU Rating Information

Fireplace Dimensions
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