


















INCH MM INCH MM INCH MM INCH MM INCH MM INCH MM INCH MM INCH MM INCH MM INCH MM INCH MM Lbs Kgs Lbs Kgs INCH MM INCH MM
N4A618GKB101 1 Y N N N 25 3/4 654.0 35 1/2 901.4 3/4 19.1 4 7/16 113.0 21 1/4 539.9 9 1/8 231.3 5/16 7.9 3 76.2 15 381.0 14 1/2 368.3 16 1/2 419.1 130 59.0 144 65.3 28 3/4 730.0 40 3/4 1034.8

N4A624GKB101 1 Y N N N 31 3/16 792.5 35 1/2 901.4 3/4 19.1 6 9/16 166.1 24 11/16 626.3 9 1/8 231.3 5/16 7.9 3 76.2 15 1/2 393.7 16 1/2 419.1 17 431.8 144 65.3 161 73.0 34 1/4 870.0 40 3/4 1034.3

N4A630GKB101 1 Y N N N 35 889.0 28 11/16 728.7 3/4 19.1 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 17 3/8 441.3 17 7/8 454.0 13 7/8 352.4 178 80.7 198 89.8 37 13/16 960.0 33 15/16 861.6

N4A636GKB101 1 Y N N N 35 889.0 28 11/16 728.7 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 17 5/8 447.7 17 3/8 441.3 13 3/8 339.7 180 81.6 200 90.7 37 13/16 960.0 33 15/16 861.6

N4A642GKB101 1 Y N N N 35 889.0 38 7/8 987.8 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 17 5/8 447.7 18 457.2 17 1/16 433.4 224 101.6 245 111 .1 37 13/16 960.0 44 1/8 1120.7

N4A648GKB101 1 Y N N N 35 889.0 45 11/16 1160.5 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 18 457.2 17 15/16 455.6 19 1/2 495.3 247 112.0 269 122.0 37 13/16 960.0 50 15/16 1293.4

N4A660GKB101 1 Y N N N 35 889.0 45 11/16 1160.5 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 18 457.2 18 457.2 19 1/2 495.3 252 114.3 274 124.3 37 13/16 960.0 50 15/16 1293.4

N4A636GLB101 1 N N Y N 35 889.0 28 11/16 728.7 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 17 5/8 447.7 17 3/8 441.3 13 3/8 339.7 180 81.6 200 90.7 37 13/16 960.0 33 15/16 861.6

N4A648GLB101 1 N N Y N 35 889.0 45 11/16 1160.5 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 18 457.2 17 15/16 455.6 19 1/2 495.3 247 112.0 269 122.0 37 13/16 960.0 50 15/16 1293.4

N4A660GLB101 1 N N Y N 35 889.0 45 11/16 1160.5 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 18 457.2 18 457.2 19 1/2 495.3 252 114.3 274 124.3 37 13/16 960.0 50 15/16 1293.4

N4A636GHB101 1 N Y N N 35 889.0 28 11/16 728.7 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 17 5/8 447.7 17 3/8 441.3 13 3/8 339.7 180 81.6 200 90.7 37 13/16 960.0 33 15/16 861.6

N4A648GHB101 1 N Y N N 35 889.0 45 11/16 1160.5 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 18 457.2 17 15/16 455.6 19 1/2 495.3 247 112.0 269 122.0 37 13/16 960.0 50 15/16 1293.4

N4A660GHB101 1 N Y N N 35 889.0 45 11/16 1160.5 7/8 22.2 6 9/16 166.1 28 7/16 722.8 9 1/8 231.3 5/16 7.9 3 76.2 18 457.2 18 457.2 19 1/2 495.3 252 114.3 274 124.3 37 13/16 960.0 50 15/16 1293.4
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SHIPPING
HEIGHTD E FUNIT SERIES ELECTRICAL

CHARACTERISTICS
A B G H I J K

NOTES:
 
1. CENTER OF GRAVITY        .

UNIT SIZE

- 23 1/8 587.3 17 7/8 454.6
18 25 3/4 654.0 20 7/16 518.5
24 31 3/16 792.5 22 15/16 583.2

30,36,42,48,60 35 889.0 26 3/4 679.7

"Y"
MINIMUM ROOF-TOP MOUNTING
PAD APPLICATION DIMENSIONS

"X"
MINIMUM GROUND MOUNTING

PAD APPLICATION DIMENSIONS
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N4A6: Product Specifications 

SYSTEM DESIGN SUMMARY 

1. Intended for outdoor installation with free air inlet and outlet. Outdoor fan external static pressure available is less than 0.01-IN W.C.

2. Minimum outdoor operating air temperature without low-ambient operation accessory is 55 °F (12.8 ° C).

3. Maximum outdoor operating air temperature is 125 °F (51.7 ° C).

4. For reliable operation, unit should be level in all horizontal planes

5. For interconnecting refrigerant tube lengths greater than 80 ft (23.4 m) and/or 35 ft (10.7 m) vertical differential, consult Residential Piping and

Longline Guideline and Service Manual available from equipment distributor.

6. If any refrigerant tubing is buried, provide a 6 in. (152.4 mm) vertical rise to the valve connections at the unit. Refrigerant tubing lengths up to 36

in. (914.4 mm) may be buried without further consideration. Do not bury refrigerant lines longer than 36 in. (914.4 mm).

7. Use only copper wire for electric connection at unit. Aluminum and clad aluminum are not acceptable for the type of connector provided.

8. Do not apply capillary tube indoor coils to these units.

9. Factory-supplied filter drier must be installed
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